
 

 

 

  

Model S165  
Business Servers 

S200  
Business Servers 

Operating System BS2000/OSD V5.0 or higher, 
(Linux) 

BS2000/OSD V5.0 or higher, 
(Linux) 

Processor type CMOS in /390 architecture CMOS in /390 architecture 

Number of processors 1 – 3 
1 hot spare CPU 

3 – 15 
1 hot spare CPU 

Performance 160 – 910 RPF with 9 models 860 – 4300 RPF with 9 models 

Main memory Up to 64 GB up to 256 GB 

I/O processor 1 - 2 for 128 channels 
Type 2, type S, type FC (Fibre 
Channel) 

2 - 4 for 256 channels 
Type 2, type S, type FC (Fibre 
Channel) 

I/O interfaces 0 – 60 channels type 2 
8 – 128 channels type S 
0 – 16 channels type FC 

0 – 60 channels type 2 
8 – 256 channels type S 
0 – 32 channels type FC 

Base rack - CPU, spare CPU and I/O 
processor, Main storage,  
System control 

- I/O unit for 96 channels 
- Service control processor 

(SVP) 
- Power Control Interface (PCI) 

- CPU, spare CPU and I/O 
processor, Main storage,  
System control 

- I/O unit for 256 channels 
- Service control processor 

(SVP) 
- Power Control Interface (PCI) 

Global storage 2 – 128 GB 2 – 128 GB 

 

   

Model SQ100 
Business Servers  

SX100-D  
Business Servers  

SX160 
Business Servers  

Operating System BS2000/OSD V8.0 (OSD/XC 
V4.0) or higher 

BS2000/OSD V7.0 (OSD/XC 
V3.0) or higher 

BS2000/OSD V7.0 (OSD/XC 
V3.0) or higher, Solaris 

Processor type INTEL XEON MPTM Sparc64TM Sparc64TM 

Number of BS2000/OSD-
processors 

1 - 4 1 1 - 6 

Number of LINUX-, 
WINDOWS- SOLARIS-
processors 

- - 0 – 14 
(for SOLARIS) 

Performance 12 - 200 RPF  
with 8 models (prelim.) 

12 - 30 RPF  
with 3 models 

42 - 530 RPF  
with 9 models 

Main memory 8 – 64 GB 
(BS2000 max. 44 GB) 

4 – 16 GB 8 – 128 GB 
(BS2000 max. 64 GB) 

PCI slots für Fibre 
Channel, SCSI oder LAN 
connectors 

- Max. 8 PCIe-Controller (6x 
arbitrary)) 

- Max. 8 PCI-Controller for 
BS2000/OSD 

- max. 32 PCI-Controller for 
BS2000/OSD and 

- max. 29 PCI-Controller for 
Solaris 

Channel Typ S, Typ 2 - - Max. 32, mix is possible (on 
demand) 

Rack Server unit with 
- CPU und I/O processor 
- Memory modules 
- PCIe controllers 
Management console 
LTO drive 

System board with 
- CPU und I/O processor 
- Memory modules 
- PCI controllers 
TFT console 
LTO changer 

System board with 
- CPU & I/O processor 
- Memory modules 
- PCI controllers 
Management console 
Channels: Type S and Type 2 
(on demand) 


